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			Pipes

		

		  
Durcor®
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	Strong, Lightweight, Zero Corrosion
	Thick Wall PTFE Liner
	Revolutionary Vinyl Ester/Fiberglass Housing
	1/4 The Weight of Steel
	No Exterior Priming/Painting Required
	Sizes Range 1" to 8"
	Pressures to 275 PSI
	Temperature Range -40 °F to 300 °F


Learn More





TriPure™ PFA/ETFE Lined Sanitary Pipe
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Dual Laminate Pipe
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	Corrosion Resistant, Lightweight, Strong & Durable
	Available 1" - 72" Diameter
	NBS PS 15.69(Hand Lay Up) 
	ASME RTP-1 (Hand Lay Up)
	ASTM 2996 (Filament Wound Fabrication)



Available in both hand lay up and filament wound, Endurance Dual Laminate FRP Piping & Fittings feature a durable composite matrix exterior for mechanical strength, and corrosion resistant thermoplastic liners fully contact-bonded together using our proprietary methodology to reduce failures related to vacuum and differential thermal expansion.


Learn More





ChemTite® PTFE Lined Carbon Steel Pipe
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	Super Heavy Duty PTFE Liners
	Seamless Steel Housing
	Forged Steel Flanges
	Standard Two-Part High Solids, High Build, Polyamide, Epoxy Primer
	Fully Vacuum rated to 450 °F
	Sizes Range 1" to 12"
	Pressures to 285 PSI
	Temperature Range -20 °F to 450 °F


Learn More





Complex Shape Lining
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Custom linings available for almost any shape or type of part


Custom Linings Available:

	ETFE


Learn More





Composite Pipe
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Conley Composites Corrosion Resistant Fiberglass Piping Products have successfully answered the demanding needs of the fluid processing industry for over 50 years. Conley produces FRP/GRP/GRE systems in a variety of resins to handle fluids in chemical and pharmaceutical processing, power generation, marine piping, offshore platforms, oil refining, thermal oxidizer units, as well as slurry, fire, fuel, wastewater, desalination, sewer and condensate return lines.

Learn More





ChemTite® PTFE Lined Stainless Steel Pipe
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	Super Heavy Duty PTFE Liners
	Seamless Stainless Steel Housings 
	Forged Stainless Steel Flanges
	Fully Vacuum rated to 450 °F
	Sizes Range 1" to 12"
	Pressures to 275 PSI
	Temperature Range -20 °F to 450 °F


Learn More





Durcor® Lap Joint Flanges
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	Advanced Proprietary Fiber Reinforced Composite Construction
	Tensile & Compressive Strengths Rival Steel
	Outstanding Impact Resistance
	Virtually Indestructible
	Drilled to CL150, PN10/16, JIS
	ANSI B16.5 Dimensions
	Temperature Range -60 °F to 300 °F


Learn More





Python™ Pipe Repair Clamp
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Automated / Control Valves
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	Rack & Pinion and Vane Type Actuators
	Low Profile Molded Mounting Bracket
	Ball Valves 1/2" - 10"
	Butterfly Valves 2" - 42"



Ideally Suited For:

	Automating Control
	Mild Control Applications in Chemical Process Industries
	High Capacity/High Rangeability Applications

Learn More





Hills-McCanna® ChemTite® TFM PTFE / PFA Lined



[image: Hills-McCanna ChemTite Plug Valve]
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	One-Piece Heavy-Duty TFM Liner
	PFA/DCI Plug
	PFA Reverse Lip Diaphragm



Ideally Suited For:

	Acids, Caustics & Peroxides
	All Bleach Solutions, Solvents & Phenols
	All Organic and Inorganic Chlorides & Sulfates
	Temperatures from -20 °F to 400 °F
	Full Vacuum to 250 PSIG

Learn More





Composite Swing Check
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	All Composite
	Available in 2" to 6" Sizes
	Extra Heavy Wall Filament Wound For Service Up To 150 PSI
	60 Mil Double Nexus Reinforced Corrosion Barrier



Linings:

	Epoxy Resin
	Vinyl & Novolac Vinyl Ester Resin
	Furan Resin

Learn More





Conley Composite 
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	All Composite
	Weir Style Diaphragm Valves
	Available in 1-1/2" to 6" Sizes
	Extra Heavy Wall Filament Wound For Service Up To 150 PSI
	60 Mil Double Nexus Reinforced Corrosion Barrier



Linings:

	Epoxy Resin
	Vinyl & Novolac Vinyl Ester Resin
	Furan Resin

Learn More





Hills-McCanna® ChemTite® PFA Lined
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	Ductile Iron Body
	Heavy Duty PFA Lining



Ideally Suited For:

	Strong Acids Up To 98% Sulfuric
	Solvents, Caustics, Chlorides
	Sulfates, Phenols, Peroxides
	Bleach Solutions
	Temperatures from -20 °F to 400 °F
	Full Vacuum to 250 PSIG

Learn More





ChemTite® 45° Ball Check Valve
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	Super Heavy Duty PFA Liners
	Dovetail Locking Grooves for PFA Retention 
	Pressure Rating: Full Vacuum to 250 psi (17.23 bar)
	Operating Temperature: (-)20 °F to (+)400 °F
	Epoxy Coating
	

	Allows for both Horizontal and Vertical
Installation
	Eliminates & Prevents Back-Flow of liquids in Pipelines, Pump Impeller Rotation in Opposite Direction, Siphoning of Pumps
	Size Range: 1" to 6"

Learn More





Durcor®
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	Made from Durcor-62™ Advancd Fiber Reinforced Composite
	Tensile & Compressive Strength Rivals Steel
	Unmatched Impact Resistance



Ideally Suited For:

	Acids
	All Bleach Solutions
	Salt Water and High Chlorides
	Temperatures from -60 °F to 250 °F
	Full Vacuum to 150 PSIG

Learn More





Swing Check



[image: Nil-Cor Swing Check Valve]



[image: Nil-Cor]

	Glass Fiber-Reinforced Vinyl Ester Resin Body
	Glass Fiber-Reinforced Vinyl Ester Disc
	PTFE or Viton® Seat Options



Ideally Suited For:

	Acids
	All Bleach Solutions
	Salt Water and High Chlorides
	Temperatures from 0 °F to 250 °F

Learn More





COMPOSITE BALL CHECK



[image: PureFlex PTFE Lined Ball Check Valve]
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	One Piece Massive Valve Body
	Lightweight Rugged and Corrosion Resistant
	Fiberglass or Carbon Graphite Reinforced
	Ball & Seat Manufactured From Virgin PTFE



Ideally Suited For:

	Corrosives
	Demanding Applications
	Many Flange Drilling Options Available

Learn More





Nil-Cor® Composite
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	Advanced Thermoset Resins Reinforced with Glass or Graphite Fibers
	Optional Characterized Ball For Control
	Self Relieving Seats



Ideally Suited For:

	Strong Acids Up To 98% Sulfuric
	Solvents, Caustics, Chlorides
	Sulfates, Phenols, Peroxides
	Temperatures from -50 °F to 300 °F
	Full Vacuum to 275 PSIG

Learn More





Hills-McCanna® ChemTite® PFA Lined
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	Heavy Duty PFA Liner resists cracking
	Dovetail Locking Grooves for PFA retention
	UV Resistant Epoxy Coating



Ideally Suited For:

	Acids, Caustics & Peroxides
	All Bleach Solutions, Solvents & Phenols
	All Organic and Inorgantic Chlorides & Sulfates
	Temperatures from -20 °F to 400 °F
	Full Vacuum to 250 PSIG

Learn More





Hills-McCanna® Lined



[image: Hills-McCanna Llined Diaphragm Valve]
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Available In

	Ductile Iron
	Carbon Steel
	316L Stainless



Linings:

	Soft or Hard Rubber
	Neoprene
	Polypropylene
	PVDF
	ETFE
	PFA

Learn More





Hills-McCanna® Solid Plastic
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Available In

	PVC
	PVDF
	Polypropolyene
	PFA



Featuring:

	Bubble-Tight Shutoff
	Throttling
	Streamline Flow / Bidirectional

Learn More





PureFlex® Composite
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	Advanced Thermoset Resins Reinforced with Glass or Graphite Fibers
	Optional Characterized Ball For Control
	PTFE Cavity Filled Seats



Ideally Suited For:

	Strong Acids Up To 98% Sulfuric
	Solvents, Caustics, Chlorides
	Sulfates,Phenols, Peroxides
	Temperatures from -50 °F to 275 °F
	Full Vacuum to 275 PSIG

Learn More





Nil-Cor® Ceramic or UHMWPE Lined Composite
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	Advanced Thermoset Resins Reinforced with Graphite Fibers
	Partially Stabilized Zirconia Ceramic Liner & Ball For Services -50 °F to 300 °F
	Optional UHMWPE Liner with Ceramic Ball For Services -50 °F to 180 °F



Ideally Suited For:

	Abrasive Slurries
	Severe Corrosive Services
	Full Vacuum to 200 PSIG

Learn More





Hills-McCanna® Unlined
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Available In

	Ductile Iron
	Carbon Steel
	316L Stainless



Featuring:

	Bubble-Tight Shutoff
	Throttling
	Streamline Flow/Bidirectional

Learn More





PureFlex® Composite Large Diameter
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	Made from Derakane 411 Vinyl Ester Reinforced with ECR Glass Fiber
	Outstanding Corrosion Resistance
	Available in 14"-42"



Ideally Suited For:

	Chlorinated Brine, Chlorine Dioxide & Chlorinated Water
	Wet Chlorine Gas
	Sulfuric, Phosphoric, Hydrobromic, & Hydrochloric Acids
	Full Vacuum to 150 PSIG

Learn More





PureFlex® Ceramic Lined Composite
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	Advanced Thermoset Resins Reinforced with Graphite Fibers
	Y-TZP(Yttria-Partially Stabilized Zirconia) Liner, Seats & Ball



Ideally Suited For:

	Abrasive Slurries
	Thermal Cycling Processes
	Severe Corrosive Media
	Temperatures from -50 °F to 275 °F
	Full Vacuum to 275 PSIG

Learn More





Nil-Cor® Polysulfone Composite
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	Advanced Glass Fiber Reinforced, Compression Molded Thermoplastic Resin
	Resin FDA Approved for Food Contact
	Flanged Design 1"-4"
	Threaded Design .5" - 2"



Ideally Suited For:

	Caustics
	Sodium Hypochlorite Solutions
	Temperatures from -50 °F to 300 °F
	Full Vacuum to 275 PSIG

Learn More





Nil-Cor® Composite Lined
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	Made from Premium Epoxy Novolac Vinyl Ester
	Double-Offset Disc
	Less Than 1/3rd the Weight of Metal Valves



Ideally Suited For:

	Acids
	All Bleach Solutions
	Salt Water and High Chlorides

Learn More





PolyValve® Polyethylene
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	High Density Polyethylene
	Fused Body Shell
	Available in SDR 9, 11, 13, 17
	Smooth Bore
	.5" - 16" Diameter Valves Available



Ideally Suited For:

	Natural Gas Distribution & Gathering
	Landfill & Hydrocarbon Fuel Gases
	Water, Wastewater, Irrigation
	Chemical Services (Acids/Bases)
	Temperatures & Pressure Service Dependant

Learn More





Hills-McCanna® ChemTite® PTFE/PFA Lined



[image: Hills-McCanna ChemTite Butterfly Valve]



[image: Hills McCanna]

	A395 DCi Body Bubble-Tight Design
	Heavy Duty PTFE/PFA Liner Resists Cracking
	PTFE or UHMWPE Seat Options



Ideally Suited For:

	Acids, Caustics & Peroxides
	All Bleach Solutions, Solvents & Phenols
	All Organic and Inorganic Chlorides & Sulfates
	Temperatures from -20 °F to 400 °F
	Full Vacuum to 150 PSIG

Learn More
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Wire Reinforced
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	High Purity Platinum Cured Silicone Hose
	Biopharmaceutical Grade Elastomer
	Meets or Exceeds Pharmacopeia USP 23 Class VI, FDA21CFR-177.2600, USDA and 3A Criteria



Ideally Suited For:

	Fluid Transfer
	Moving Steam/Air in Pharmaceutical & Biotech Manufacturing Processes
	Medical, Semiconductor, Cosmetics, Food & Beverage Industrial Use
	Temperature Range -80 °F to 500 °F


Learn More





PureFlex Hose Fittings
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	Manufactured Specifically For PTFE and Plastic Hoses
	Highest Quality Standards
	Compatible With Most Manufacturers
	Most Diverse Fitting & Collar Selection in The Industry




Learn More





Wire Reinforced PVC
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	Full Vacuum Rated
	Crystal Clear For Monitoring
	Lightweight
	Handles Easily



Ideally Suited For:

	Food & Beverages
	Liquid Fill Packaging Machines
	Bulk Pharmaceuticals & Cosmetics
	Temperature Range -4 °F to 150 °F


Learn More





PVC Corrugated Cover
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	Highly Flexible & Economical
	Crystal Clear For Monitoring
	Lightweight
	Handles Easily



Ideally Suited For:

	Pneumatic Transfer of Powder, Pellets & Granular Materials
	Dry Food Products
	Bulk Pharmaceuticals & Cosmetics
	Temperature Range -4 °F to 150 °F


Learn More





PVC Smooth Cover
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	Highly Flexible & Economical
	Crystal Clear For Monitoring
	Lightweight
	FDA Approved Materials



Ideally Suited For:

	Pneumatic Powder, Pellet or Granular  Transfer
	Milk & Dairy Transfer
	Fish & Poultry Cleaning Operations
	Temperature Range -4 °F to 150 °F


Learn More





Braided PVC
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	Highly Flexible & Economical
	Crystal Clear For Monitoring
	Lightweight
	FDA Approved Materials



Ideally Suited For:

	Bulk Pharmaceuticals
	Food & Beverage
	Deionized Water & Potable Water Systems
	Temperature Range 25 °F to 150 °F


Learn More





FlexSan™
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	White NBR Lined Suction & Discharge Hoses
	Smooth-Bore & Cover
	Easily Cleaned



Ideally Suited For:

	Load Cell Filling
	Pump Transfer Applications
	Food & Beverage Handling
	Vacuum Transfer


Learn More





Heated Hose
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	Superior Insulations
	Precisely Applied Elements
	Most Temperature-Stable Heated Hoses On The Market



Ideally Suited For:

	Can Be Applied To Any Hose or Fitting
	Temperature From Ambient to 400 °F


Learn More





Polyester Braid Reinforced
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	High Purity Platinum Cured Silicone Hose
	Biopharmaceutical Grade Elastomer
	Meets or Exceeds Pharmacopeia USP 23 Class VI, FDA21CFR-177.2600, USDA and 3A Criteria



Ideally Suited For:

	Ultra-Pure Liquid Transfer
	Dairy Applications
	Pump Applications
	Temperature Range -80 °F to 500 °F


Learn More





FlexChem®
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	Rubber Covered, FEP & PTFE Lined
	Easy To Handle & Resists Abrasion & Chemical Attack
	Easy To Grip & Handle Safely



Ideally Suited For:

	Full Flow Applications
	Maximum Flexibility
	Sanitary
	Temperatures from -40 °F to 350 °F


Learn More





CL2™
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	100% Compliant with the Chlorine Institute's Pamphlet 6
	Specifically Designed For Safe Transfer of Chlorine
	Corrosion Resistant



Ideally Suited For:

	Chlorine Transporting/Packaging Industries
	Loading/Unloading Barges, Rail Cars, & Tankers
	Temperature Rated to 225 °F


Learn More





ProFlex™
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	Available in Super Long Lengths
	ProFlex PFA Open Pitch Spiral Convolutions Aid Draining, Flushing & Cleaning
	Corrosion Resistant



Ideally Suited For:

	Long Run Applications
	Cleanable Applications
	Temperature Range -65 °F to 450 °F

Learn More





MultiFlex™
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	Excellent Flexibility
	High Pressure Ratings
	Available .5" - 3"



Ideally Suited For:

	Sanitary Applications
	Cleanable Applications
	High Purity & Chemical Applications
	Temperature Range -65 °F to 450 °F


Learn More





UltraFlex™
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	Ultra-Flexible Convoluted PTFE Hose
	Thickest Seamless PTFE Liner In The Industry
	Corrosion Resistant



Ideally Suited For:

	Sanitary Applications
	Cleanable Applications
	Ultra Flexible Uses
	Temperature Range -65 °F to  450 °F


Learn More





Nexus™
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	The Ultimate PTFE Hose
	Combines Best Features of Smooth Bore & Convoluted Hoses
	Smooth Inner Diameter, Convoluted Outer Diameter
	.75" - 2" Diamater



Ideally Suited For:

	High Flexibility Applications
	Ultra Pure Applications


Learn More





MTH™
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	Stainless Steel Flexible Metal Hose
	Smooth-Bore PTFE Liner
	Unexcelled Corrosion Resistance & Sanitary Properties



Ideally Suited For:

	Pharmaceuticals
	Food & Beverage
	Large Diameter Applications
	Temperature Range -65 °F to  350 °F


Learn More





SmoothFlex™
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	Smooth-Bore PTFE Hoses
	Stainless Steel Braid Reinforcement
	Available Virgin PTFE or Electrostatic Dissipating black PTFE



Ideally Suited For:

	Pharmaceuticals
	Food & Beverage
	Viscous Media Transfer
	Temperature Range -65 °F to 400 °F


Learn More
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High Alloy Expansion Joint
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	Isolates Vibration & Shock
	Pressure Rated to 200PSI @300°F
	Class 150 Carbon Steel Flanges Available
	Threaded, Carbon Steel Tie-Rods Available
	Available in 2-12 Convolutions
	Available Universal, Hinged-Pin, Slotted and Gimbal Designs


Learn More





Flexijoint®



[image: Ethylene Flexijoint]
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	PTFE Expansion Joints
	Isolates Vibration & Shock
	Compensates for Misalignment
	Available in 1/2" - 42"
	Available in 2-12 Convolutions
	Pure 100% Virgin PTFE Resin
	Uniform Wall Thickness
	T-Band™ Protection from Over Compression
	LimitLinks™ Protection From Over Expansion


Learn More





FlexArmor®



[image: Ethylene FlexArmor]
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	PTFE Expansion Joint
	Isolates Vibration & Shock
	Pressure Rated to 300PSI @400 °F
	Available in 2-12 Convolutions
	Class 150 Carbon Steel Flanges
	Heavy Walled, Isostatically Molded, Seamless PTFE
	Threaded, Carbon Steel Tie-Rods
	Fabricated From Type 321 Stainless Steel, Other Materials Available Upon Request
	Available Universal, Hinged-Pin, Slotted and Gimbal Designs


Learn More





Flexijoint® With Durcor®
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	PTFE Expansion Joints
	Made with Durcor®-62™ Flanges
	Isolates Vibration & Shock
	Compensates for Misalignment
	Available in 1/2" - 42"
	Available in 2-12 Convolutions
	Pure 100% Virgin PTFE Resin
	Uniform Wall Thickness
	T-Band™ Protection from Over Compression
	LimitLinks™ Protection From Over Expansion


Learn More





BlueLine™ Flexible Couplings



[image: PureFlex BlueLine Flexible Couplings]



[image: PureFlex]

	PTFE Expansion Joints
	Isolates Vibration & Shock
	Compensates for Misalignment
	Pure 100% Virgin PTFE Resin
	Uniform Wall Thickness
	Superior Corrosion Resistance in Acidic/Caustic Environments
	Low Spring Rates
	Short Face-to-Face Dimensions
	Available in 2, 3 or 5 Convolutions


Learn More




		




		
			Sight View Indicators

		

		  
PureSite™
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	Translucent Thickwall Extruded FEP
	Will Not Impart Any Taste, Color or Odor to Fluid Media
	Non-Stick Surface Won't Trap Bacteria
	Safe & Unbreakable
	Zero Corrosion Rate



Ideally Suited For


	Pharmaceutical
	Food & Beverage
	Chemical & High Purity
	Temperature Range -100 °F to 300 °F


Learn More





FLO-VU®
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	Full 360° Unobstructed View
	Near-Universal Corrosion Resistance
	Unique PTFE/Viton® Envelope Type Gasket
	150 PSI Rating & Lexan® Impact Shield
	Passes Steam-Cold Water Cycling Tests (ASTM F-423)



Options Available:

	Gas Purge Ring
	General Purpose and Explosion Proof Light
	Vertical Drip Tube


Learn More





Double-Sure™ Sight Flow Indicator



[image: Ethylene Double-Sure Sight Flow Indicator]
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	Full 360° Unobstructed View
	Near-Universal Corrosion Resistance
	Unique PTFE/Viton® Envelope Type Gasket
	225 PSIG Hydrostatic Pressure Tested Inner Chamber
	150 PSIG Helium Bubble Tested Outer Chamber
	Lexan® Impact Shield
	Available in 1" to 6" Diameters
	Lengths Up To 50"
	Polycarbonate or Slotted Metal Shields




Learn More





Pure-Vu™ Sanitary Sight Flow Indicator
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	Full 360° Unobstructed View
	Sterile Clear Borosilicate Glass Tube
	Available 1" - 4" Diameters
	150 PSI Rating
	Polycarbonate Cover Shield
	FDA Compliant Materials
	All Stainless Steel Construction



Ideally Suited For:

	Pharmaceutical/ Food & Bev Use
	Sterile Process Industries
	Rated 150 PSI Full Vacuum
	Temperature Rated from -20 °F to 350 °F


Learn More





Hills-McCanna® ChemTite® 360° View Sight Flow
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	Full 360° Unobstructed View
	Bubble Tight Design
	150 PSIG Rating
	Energized Seat Design: PTFE/Viton® Energizer Gasket
	Lexan® Impact Shield



Resistant To:

	All Acids & Solvents
	All Organic & Inorganic Chlorides & Sulfates
	All Bleach Solutions, Phenols, Caustics & Peroxides
	Temperature Range -20 °F to 350 °F


Learn More





Bulls Eye Sight Indicator
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	Ideal For Fluid Motion, Flow & Color Inspection
	Rugged Ductile Iron Housing
	Thick Borosilicate Glass For Impact Resistance
	PFA Lining



Resistant To:

	All Acids & Solvents, Organic & Inorganic Chlorides & Sulfates
	All Bleach Solutions, Phenols, Caustics & Peroxides
	Temperature Range -20 °F to 400 °F


Learn More




		




		
			Gaskets

		

		  
TASK-LINE® Gaskets
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	Manufactured Through a Proprietary Process
	FDA Approved Pure Virgin PTFE Resin Compression Molded Around & Through 304 Stainless Steel Perforated Metal Insert
	Spark Tested to 5,000 Volts to Check For Pinholes
	PTFE Resin 100% Encapsulates The Insert, Isolating It From Any Fluid Contact
	Molded to Size 1/2" to 24"
	150# and 300# ANSI Dimensions With Nominal Thickness of 1/8" or 3/32"
	Temperature Ranges - Cryogenic to 400 °F


Learn More





TASK-LINE® Grounding Paddles
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	Manufactured Through a Proprietary Process
	Static-Dissipating  PTFE Resin Compression Molded Around & Through 304 Stainless Steel Perforated Metal Insert
	Spark Tested to 5,000 Volts to Check For Pinholes
	Conductivity/Static Dissipating Properties of Less Than or Equal to 106ohm-cm
	Molded to Size 1" to 6"
	150# ANSI Dimensions With Nominal Thickness of 1/8"
	Temperature Ranges - Cryogenic to 400 °F


Learn More





TASK-LINE® Line Blockers
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	Manufactured Through a Proprietary Process
	FDA Approved Pure Virgin PTFE Resin Compression Molded Around & Through 304 Stainless Steel Perforated Metal Insert
	Handles Extends 2" Above Flange and Has Pre-Drilled Hole For Tagging/Hanging
	PTFE Resin 100% Encapsulates The Insert, Isolating It From Any Fluid Contact
	Molded to Size 1" to 8"
	150# ANSI Dimensions With Nominal Thickness of 1/8"
	Rated to 150 PSI Temp Ranges - Cryogenic to 400 °F


Learn More




		





		
			Sampling Systems

		

		  		



		
			Reaction Vessel Components

		

		  
Single Flanged Dip Pipes
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	Ethylarmor® High Temperature Corrosion Resistance
	Encapsulated Schedule 80 Carbon Steel Pipe
	Tough Enough for Applications like Agitated Reactors



Durable Design:

	ASTM F423 Steam-Cold Water Cycle Test
	10,000 Volt Elecrostatic Spark Test
	Virtually Eliminates Possibility of Heat-Seal Failure


Learn More





Spargers
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	Ethylarmor® High Temperature Corrosion Resistance
	Encapsulated Schedule 80 Carbon Steel Pipe
	Tough Enough for Applications like Agitated Reactors



Durable Design:

	ASTM F423 Steam-Cold Water Cycle Test
	10,000 Volt Elecrostatic Spark Test
	Virtually Eliminates Possibility of Heat-Seal Failure


Learn More





Double Flanged Dip Pipes
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	Ethylarmor® High Temperature Corrosion Resistance
	Encapsulated Schedule 80 Carbon Steel Pipe
	Tough Enough for Applications like Agitated Reactors



Durable Design:

	ASTM F423 Steam-Cold Water Cycle Test
	10,000 Volt Elecrostatic Spark Test
	Virtually Eliminates Possibility of Heat-Seal Failure


Learn More





Solid PTFE Dip Pipes
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	Fabricated from Heavy-Walled Virgin PTFE Tubes
	All Flanges are Threaded Onto Tube & Pinned In Place
	Tough Enough for Applications like Agitated Reactors



Durable Design:

	ASTM F423 Steam-Cold Water Cycle Test
	10,000 Volt Elecrostatic Spark Test
	Virtually Eliminates Possibility of Heat-Seal Failure


Learn More





Agistrong Dip Tubes
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	Ethylarmor® High Temperature Corrosion Resistance
	Encapsulated Schedule 80 Carbon Steel Pipe
	Larger Outter Diameter Reinforcing Pipe
	Withstands Severe Agitation Cycles



Durable Design:

	ASTM F423 Steam-Cold Water Cycle Test
	10,000 Volt Elecrostatic Spark Test
	Virtually Eliminates Possibility of Heat-Seal Failure


Learn More




		



		
			Strainers

		

		  
ChemTite® 45° Inline Strainer
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	Super Heavy Duty PFA Liners
	Dovetail Locking Grooves for PFA Retention 
	Pressure Rating: Full Vacuum to 250 psi (17.23 bar)
	Operating Temperature: (-)20 °F to (+)400 °F
	Epoxy Coating
	

	Mesh Sizes Available: 120, 30(Standard) and 16
	Size Range: 1" to 6"


Learn More





T-Line Strainer™
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	Delivers Maximum Flow & Chemical Resistance
	Lined With ETFE or PFA
	Solid PTFE Basket
	Available In Sizes 2" - 8"
	Rated at 150 PSI
	Temperature Rated to 400 °F Continuous



Ideally Suited For:


	Mining/Coal Fired Power
	Pulp & Paper or Chemical Processing


Learn More




		



		
			Diaphragm Pumps

		

		  
Unlined Ductile Iron P-Series Pump
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	Run-dry Capabilities Without Damage
	Infinitely Variable Flow Control
	Self Priming and Solids-Handling Capabilities
	Durable Operation & Maintenance Friendly Components
	Protection From Damage to Operation Against Closed Valves
	Modular Construction
	Trouble Free Operation at Intermittent or Continuous Duties
	Full Displacement Stroke Every Time


Learn More





Ductile Iron i-PC
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	Patent Pending Integrated Pneumatic Control System
	Run-dry Capabilities Without Damage
	Infinitely Variable Flow Control
	Self Priming and Solids-Handling Capabilities
	Durable Operation & Maintenance Friendly Components
	Protection From Damage to Operation Against Closed Valves
	Modular Construction
	Trouble Free Operation at Intermittent or Continuous Duties
	Full Displacement Stroke Every Time


Learn More





Rubber Lined P-Series Pump
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	Run-dry Capabilities Without Damage
	Infinitely Variable Flow Control
	Self Priming and Solids-Handling Capabilities
	Durable Operation & Maintenance Friendly Components
	Protection From Damage to Operation Against Closed Valves
	Modular Construction
	Trouble Free Operation at Intermittent or Continuous Duties
	Full Displacement Stroke Every Time


Learn More





Rubber Lined i-PC
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	Efficient Air Cylinder Design
	Longer Diaphragm Life & Reduced Air Consumption
	Rugged Construction
	Ductile Iron Bolted Casings
	Handles Mildly Corrosive & Abrasive Applications With Ease
	Wide Range of Elastomer Linings Available For More Extreme Applications
	Minimal Service & Maintenance
	Externally Accessible Check Valve Assemblies
	Superior Solids-Handling Design


Learn More





ETFE Lined i-PC
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	Efficient Air Cylinder Design
	Longer Diaphragm Life & Reduced Air Consumption
	Rugged Construction
	Ductile Iron Bolted Casings
	Handles Mildly Corrosive & Abrasive Applications With Ease
	Wide Range of Elastomer Linings Available For More Extreme Applications
	Minimal Service & Maintenance
	Externally Accessible Check Valve Assemblies
	Superior Solids-Handling Design


Learn More





ETFE Lined P-Series Pump
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	Efficient Air Cylinder Design
	Longer Diaphragm Life & Reduced Air Consumption
	Rugged Construction
	Ductile Iron Bolted Casings
	Handles Corrosive & Abrasive Applications With Ease
	Wide Range of Elastomer Linings Available For More Extreme Applications
	Minimal Service & Maintenance
	Externally Accessible Check Valve Assemblies
	Superior Solids-Handling Design


Learn More
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